european aerosols
Bladsida: 1/13

Oryggisblad
samkvaemt reglugerd (EB) nr. 1907/2006, 31. gr.

Dagsetning prentunar: 05.04.2023Utgafuntmer 7 (kemur i stad Gtgafu 6) Endurskodun: 05.04.2023

LIDUR 1: Audkenning efnisins eda blondunnar og féigins eda fyrirteekisins

-Vorukenni
- S6luheiti: CM 2K pre-fill HS topcoat

-Vorunimer: 230677, 249457, 249464, 249471
- Videigandi og tilgreind notkun efnis eda blondu awtkun sem radid er fra
- Notkunarsvid
SU22 Professional uses: Public domain (admint&irg education, entertainment, services, craftgmen
- Voruflokkur PC9a Coatings and paints, thinners, paint remever
- Vinnsluflokkur
PROC7? Industrial spraying
PROC11 Non industrial spraying
- Notkun efnisins/blondunnar_akk

- Upplysingar um birgi 6ryggisbladsins
- Framleidandi/birgir:

European Aerosols GmbH*

Kurt Vogelsang Strasse 6

D-74855 HalRmersheim

Tel.: +49 (0) 6266 750

e-mail: sds-de@european-aerosols.com

*Adur pekkt sem Motip Dupli GmbH

- Frekari upplysingar gefur:Department Product Safety
- Neydarsimantmer

Tel.:+49 6266-75-310

Fax +49 6266-75-362

(Mo - Th 08:00 am - 04:00 pm, Fr 08:00 am - 00:30)p

Eitrunarmidst6d: simi: 543 2222

LIPDUR 2: Heettugreining

- Flokkun efnisins eda blondunnar

logi

Aerosol 1 H222-H229 Udabrisi med afar eldfimum efnlanistihylki: Getur sprungid vid upphitun.

Eye Irrit. 2 H319 Veldur alvarlegri augnertingu.
Skin Sens. 1 H317 Getur valdid ofnaemisvidbrégdund.i hi
STOT SE 3 H336 Getur valdio sljéleika eda svima.

- Merkingaratridi

- Merkingaratridi hnattsamraemds flokkunarkerfis
Varan er flokkud og merkt i samreemi vid hnattsantréekkunarkerfi (GHS).
(framhald & bladsidu 2)
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(frh. af sidu 1)
- Heettumerki

GHS02 GHSO07

- Viovorunarord Heetta

- Merkingarpeettir sem akvarda haettu:
aliphatic polyisocyanate
aseton
3-isocyanatomethyl-3,5,5-trimethylcyclohexyl isowata, oligomers
batanoén
- Heettusetningar
H222-H229 Udabrusi med afar eldfimum efnum. brysiihgetur sprungid vid upphitun.

H319 Veldur alvarlegri augnertingu.

H317 Getur valdid ofneemisviobrogoum i hud.

H336 Getur valdid sljéleika eda svima.

- Varnadarsetningar

P101 Ef leita parf leeknis skal hafa ilat eda merBianiiltaek.

P102 Geymist par sem born na ekki til.

P210 Haldid fra hitagjofum, heitum flétum, neistagjd, opnum eldi og 66rum ikveikivéldum.
Reykingar bannadar.

P211 Ma ekki Uda & opinn eld eda annan ikveikjuvald.

P251 Ekki ma gata eda brenna brusa jafnvel pétt péur tomir.

P260 Andid ekki ad ykkur yringi.

P280 Notid hlifdarhanska.

P302+P352 BERIST EFNID A HUD: bvoid med mikilli s&uyivatni.
P410+P412 Hilifid vid solarljosi. HIifid vid haerri ta en 50 0C/122 oF.
P501 Fargid innihaldi/ilati i samreemi vio sveedisboadreglugerair.

- Nanari upplysingar:
EUHO066 Endurtekin snerting getur valdid purri edawapginni hid.
EUH204 Inniheldur isésyanét. Getur framkallad ofnandibrogo.
Frd og med 24. agust 2023 er gerd krafa um fullrzerdjj pjalfun fyrir notkun i idnadi eda i atvinnusky
Sprengifimar bléndur geta safnast upp ef loftragsgn ekki fullnaegjandi.

- Adrar haettur

- Nidurstédur ar mati a PBT- og vPvB-eiginleikum

- PBT: A ekki vid.

-vPVB: A ekki vid.

LIDUR 3: Samsetning innihaldsefna/upplysingar um mhaldsefni

- Blondur
- Lysing: Blanda nedangreindra efna med haettulausum vidbfitane.

- Heettulegir efnispaettir:
CAS: 115-10-6 dimetyletri 50-<75%

EINECS: 204-065-8 | &> Flam. Gas 1A, H220
Press. Gas (Comp.), H280

CAS: 67-64-1 aseton 12,5-<20%

EINECS: 200-662-2 | & Flam. Lig. 2,H225
<> Eye Init. 2, H319; STOT SE 3, H336

EUHO066

(framhald & bladsiou 3)
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Soluheiti: CM 2K pre-fill HS topcoat
(frh. af sidu 2)
EB-nimer: 931-274-8 aliphatic polyisocyanate 5-<10%
<> Acute Tox. 4, H312; Skin Sens. 1, H317; STOT $835
EUH204
CAS: 78-93-3 batandn 2,5-<5%

EINECS: 201-159-0 | &> Flam. Lig. 2, H225
< Eye Irrit. 2, H319; STOT SE 3, H336
EUH066

CAS: 108-65-6 2-metoxy-1-metyletylasetat 2,5-<5%

EINECS: 203-603-9 | Flam. Liq. 3, H226
<> STOT SE 3, H336

CAS: 123-86-4 n-butylasetat <2,5%
EINECS: 204-658-1 | & Flam. Liq. 3, H226
<y STOT SE 3, H336

EUH066
EB-numer:; 931-312-3 3-isocyanatomethyl-3,5,5-trigletyclohexyl isocyanate, oligomers <2,5%

<> Skin Sens. 1, H317; STOT SE 3, H335
CAS: 71-36-3 batan-1-6l <2,5%

EINECS: 200-751-6 | & Flam. Lig. 3, H226
& Eye Dam. 1, H318

@ Acute Tox. 4, H302; Skin Irrit. 2, H315; STOT SH335-H336
EB-numer: 905-588-0 xylen <2,5%

<® Flam. Lig. 3,H226
STOT RE 2, H373; Asp. Tox. 1, H304
<> Acute Tox. 4, H312; Acute Tox. 4, H332; Skin I2itH315; Eye

Irrit. 2, H319; STOT SE 3, H335

- Nanari upplysingar:
xylen: inniheldur etylbensen CAS 100-41-4
Ordalag skradra haettusetninga er ad finna i lid 16.

LIDUR 4: Radstafanir i skyndihjélp

- Lysing & raostéfunum i skyndihjalp
- Eftir inndndun:
Tryggid ferskt loft og leitid rada laeknis til 6ryigg
Sé viokomandi medvitundarlaus skal honum hagredidarlegu fyrir flutning.
- Eftir snertingu vio hud: Skolid strax med vatni og sadpu og prifid reekilega.
- Eftir snertingu vid augu:
Skolid opid auga i nokkrar minatur undir rennandtni. Ef einkenni eru vidvarandi skal leita laeknis.
- Eftir inntoku: Drekkid mikid af vatni og tryggid ferskt loft. Liéitafarlaust leeknis.
- Helstu skadleg einkenni og ahrif, baedi brad og tafEngar adrar videigandi upplysingar fyrirliggjandi.
- Upplysingar um tafarlausa laeknisumonnun og sérstakeedferd sem poérf er &
Engar adrar videigandi upplysingar fyrirliggjandi.

LIDUR 5: Radstafanir vegna slokkviadgerda

- Slokkvibdnadur
- Videigandi slokkvibunadur:
Koltvisyringur, duft eda vatnsidi. Notid vatnstuda elkéholpolna frodu & mikinn eld.
Brandblusmaatregelen op omgeving afstemmen.
- Sérstakar heaettur af véldum efnisins eda blondunnéid hitun eda vid eld myndast eitradar gastegundir.
- Raagjof fyrir slokkviliosmenn-
- Hlifdarblnadur: Notid dndunarhlifar.

Is—
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Soluheiti: CM 2K pre-fill HS topcoat

(frh. af sidu 3)

LIDUR 6: Radstafanir ef efni fer gvart til spilliseda er losad fyrir slysni

- Oryggisradstafanir fyrir folk, hlifdarbinadur og ngdarradstafanir
Setjio upp dndunarhlifar.
Notid personuhlifar. Haldio 6évordu folki fjarri.
Haldio fjarri neistagjofum.
- Varudarradstafanir vegna umhverfisins
Komid i veg fyrir ad efnid berist i nidurfoll, viordsvatn eda grunnvatn.
- Adferdir og efni til afmérkunar og hreinsunar
Fargido mengudu efni sem Urgangi samkvaemt 13. lid.
Tryggio fullneegjandi loftraestingu.
- Tilvisun i adra lioi
Nanari upplysingar um 6érugga medhdéndlun er ad finiiéa 7.
Néanari upplysingar um hliféarbanad er ad finnad 8.
Nanari upplysingar vardandi férgun er ad finnad 3.

LIBDUR 7: Medhondlun og geymsla

- Varudarradstafanir um 6rugga medhondluiiryggid goda loftraestingu/gdédan Gtblastur & vinadstum.
- Upplysingar um bruna- og sprengivarnir;

Haldid neistagjéfum fjarri - Reykid ekki.

Hafid dndunarvarnarbdnad til reidu.

- Orugg geymsluskilyrdi, p.m.t. vegna mogulegs 6samapleika
- Geymsla:
- Skilyrodi sem uppfylla skal vardandi geymslurymi efiat:
Fara skal eftir opinberum reglugerdum um geymslibaéa med prystingsilatum.
- Upplysingar um geymslu i einni sameiginlegri geymadstodu:Ekki krafist.
- Frekari upplysingar um geymsluskilyrdiHafio ilat tryggilega lokud og pétt.
- Geymsluflokkur:2 B
- Sérteek, endanleg notkukngar adrar videigandi upplysingar fyrirliggjandi.

LIBDUR 8: Vahrifavarnir/persénuhlifar

- Eftirlitsbreytur
- Innihaldsefni med viomidunarmork sem fylgjast parhed a vinnustad:
115-10-6 dimetyletri
MEN (IS) | Gildi til langs tima: 1885 mg/m3, 1000 ppm
IOELV (EU)| Gildi til langs tima: 1920 mg/m3, 1000rpp
67-64-1 aseton
MEN (IS) | Gildi til langs tima: 600 mg/m3, 250 ppm
IOELV (EU)| Gildi til langs tima: 1210 mg/m3, 500 ppm
78-93-3 butandn
MEN (IS) | Skammtimagildi: 900 mg/m3, 300 ppm

Gildi til langs tima: 145 mg/m3, 50 ppm
H

IOELV (EU)| Skammtimagildi: 900 mg/m3, 300 ppm
Gildi til langs tima: 600 mg/m3, 200 ppm
108-65-6 2-metoxy-1-metyletylasetat

MEN (IS) | Skammtimagildi: 550 mg/m3, 100 ppm
Gildi til langs tima: 275 mg/m3, 50 ppm
H

IOELV (EU)| Skammtimagildi: 550 mg/m3, 100 ppm
Gildi til langs tima: 275 mg/m3, 50 ppm
Skin

(framhald & bladsidu 5)
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(frh. af sidu 4)

123-86-4 n-butylasetat

MEN (IS) | Skammtimagildi: 723 mg/m3, 150 ppm
Gildi til langs tima: 241 mg/m3, 50 ppm
IOELV (EU)| Skammtimagildi: 723 mg/m3, 150 ppm
Gildi til langs tima: 241 mg/m3, 50 ppm

71-36-3 batan-1-06l

MEN (I1S) | Skammtimagildi: 150 mg/m3, 50 ppm
Gildi til langs tima: 80 mg/m3, 25 ppm
H

xylen

MEN (I1S) | Skammtimagildi: 442 mg/m3, 100 ppm
Gildi til langs tima: 109 mg/m3, 25 ppm
H

IOELV (EU)| Skammtimagildi: 442 mg/m3, 100 ppm
Gildi til langs tima: 221 mg/m3, 50 ppm
Skin

- Afleidd ahrifaleysismork (DNEL)

67-64-1 aseton

Um munn DNEL 62 mg/kg /per day (Consumer, longtesteryic)
Gegnum hiagd DNEL 62 mg/kg /per day (Consumer, longsgstemic)
DNEL| 186 mg/kg /per day (Worker, longterm systemic)
Vid inndbndun DNEL 2420 mg/m3 (Worker, acute local)

DNEL| 1210 mg/m3 (Worker, longterm systemic)
DNEL| 200 mg/m3 (Consumer, longterm systemic)
DNEL| 60 mg/m3

78-93-3 butanén

Um munn DNEL 31 mg/kg /per day (Consumer, longtesteryic)
Gegnum hiad DNEL 1161 mg/kg /per day (Worker, longwrstemic)
DNEL| 412 mg/kg /per day (Consumer, longterm sysjemic
Vid inndndun DNEL 600 mg/m3 (Worker, longterm systgmi

DNEL| 106 mg/m3 (Consumer, longterm systemic)

108-65-6 2-metoxy-1-metyletylasetat

Gegnum hiad DNEL 796 mg/kg /per day (Worker, longrstemic)
DNEL| 320 mg/kg /per day (Consumer, longterm sysjemic
Vid inndndun DNEL 275 mg/m3 (Worker, longterm systemi

DNEL| 33 mg/m3 (Consumer, longterm systemic)

123-86-4 n-butylasetat

Um munn DNEL 2 mg/kg /per day (Consumer, longternesys)
DNEL| 2 mg/kg /per day (Consumer, acute systemic)
Gegnum hiagd DNEL 11 mg/kg /per day (Worker, longterstesnic)
DNEL| 11 mg/kg /per day (Worker, acute systemic)
DNEL| 6 mg/kg /per day (Consumer, longterm systemic)
DNEL| 6 mg/kg /per day (Consumer, acute systemic)
Vid inndbndun DNEL 300 mg/m3 (Worker, longterm systgmi
DNEL| 600 mg/m3 (Worker, acute systemic)

DNEL| 300 mg/m3 (Worker, longterm local)

DNEL| 600 mg/m3 (Worker, acute local)

DNEL| 35,7 mg/m3 (Consumer, longterm systemic)

(framhald & bladsidu 6)
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(frh. af sidu 5)

DNEL| 300 mg/m3 (Consumer; acute systemic)
DNEL| 35,7 mg/m3 (Consumer, longterm local)

71-36-3 batan-1-6l

Um munn DNEL 3,125 mg/kg /per day (Consumer, longsystemic)
Vid inndndun DNEL 310 mg/m3 (Worker, longterm local)
DNEL| 55 mg/m3 (Consumer, longterm local)

xylen

Um munn DNEL 1,6 mg/kg /per day (Consumer, longtestemic)
Gegnum hig DNEL 180 mg/kg /per day (Worker, longtsrstemic)
Vid inndndun DNEL 211 mg/m3 (Worker, longterm systgmi

DNEL| 221 mg/m3 (Worker, longterm local)

DNEL| 442 mg/m3 (Worker, acute systemic)

DNEL| 289 mg/m3 (Worker, acute local)

DNEL| 14,8 mg/m3 (Consumer, longterm systemic)
DNEL| 260 mg/m3 (Consumer; acute systemic)
DNEL| 65,3 mg/m3 (Consumer, longterm local)
DNEL| 260 mg/m3 (Consumer, acute local)

- Styrkur par sem engin ahrif eru fyrirsjaanleg (PNEC

67-64-1 aseton

PNEC 10,6 mg/l (Freshwater)

PNEC 1,06 mg/l (Seawater)

PNEC| 21 mg/l (Sporadic release)

PNEC| 100 mg/l (Sewage treatment plant)
PNEC| 30,4 mg/kg (Freshwater sediment)
PNEC 3,04 mg/kg (Seawater sediment)
PNEC 29,5 mg/kg (Soil)

78-93-3 butanén

PNEC 55,8 mg/l (Freshwater)

PNEC 55,8 mg/l (Seawater)

PNEC 55,8 mg/l (Sporadic release)

PNEC| 709 mg/l (Sewage treatment plant)
PNEC 284,7 mg/kg (Freshwater sediment)
PNEC 284,7 mg/kg (Seawater sediment)

108-65-6 2-metoxy-1-metyletylasetat

PNEC 0,635 mg/l (Freshwater)

PNEC 0,064 mg/l (Seawater)

PNEC| 100 mg/l (Sewage treatment plant)
PNEC 3,29 mg/kg (Freshwater sediment)
PNEC 0,329 mg/kg (Seawater sediment)
PNEC 0,29 mg/kg (Soil)

123-86-4 n-butylasetat

PNEC 0,18 mg/l (Freshwater)

PNEC 0,018 mg/l (Seawater)

PNEC 0,36 mg/l (Sporadic release)

PNEC 35,6 mg/l (Sewage treatment plant)
PNEC 0,981 mg/kg (Freshwater sediment)

(framhald & bladsidu 7)
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(frh. af sidu 6)

PNEC 0,0981 mg/kg (Seawater sediment)
PNEC 0,0903 mg/kg (Soil)
71-36-3 butan-1-0l
PNEC 0,082 mg/l (Freshwater)
PNEC 0,0082 mg/l (Seawater)
PNEC 2,25 mg/l (Sporadic release)
PNEC 2476 mg/l (Sewage treatment plant)
PNEC 0,178 mg/kg (Freshwater sediment)
PNEC 0,0178 mg/kg (Seawater sediment)
PNEC| 0,015 mg/kg (Soil)

- Nanari upplysingar: Listar sem voru gildir vid framleidslu voru hafdit grundvallar.

- Vahrifavarnir
- Videigandi teeknilegt eftirlitEngin frekari gogn, sja lid 7.
- Radstafanir til ad vernda einstaklinga, s.s. medtkon persénuhlifa
- Almennar verndar- og hreinlaetisradstafanir:
Haldid fjarri matveelum, drykkjarvérum og faori.
Fjarlaegid strax allan 6hreinan og mengadan fatnad
Pvoid hendur fyrir vinnuhlé og eftir vinnu.
Fordast skal inndndun lofttegunda / reyks / G0aefni
Fordist snertingu vid augu og hao.
Fordist snertingu vid augu.
- Ondunarvorn

Vid skammvinn vahrif eda litla mengun skal notawrathlifar med siu. Vio mikil eda langvinn
vahrif skal nota sjalfthirgdar dndunarhlifar.

A2/P3-sia
- Handvorn

Hlifdarhanskar

- Hanskaefni
Batylgimmi, BR
Val & videigandi hdnskum veltur ekki adeins a efrialdur einnig & geedum peirra sem er breytilegt fr
framleidanda til framleidanda.

- Gegnprengingartimi hanskaefnis
Butyl rubber gloves with a thickness of 0.4 mmragéstant to:
Acetone: 480 min
Butyl acetate: 60 min
Ethyl acetate: 170 min
Xylene: 42 min
Butylgimmihanskar sem eru 0,4 mm ad pykkt og fegfiel i 42-480 minatur. Sem verndarradstéfun meelym
vio med ad notendur og abyrgdaradilar fyrir drydgiinnu geri rad fyrir lengd leysiefnapols sem nedh2
minatum. Skodid gognin i hluta 3 & pessu 6rygg@blaera ma rad fyrir lengri lengd pols i tilteknum
tilvikum.

(framhald & bladsidu 8)
Is—




Bladsida: 8/13

Oryggisblad
samkvaemt reglugerd (EB) nr. 1907/2006, 31. gr.

Dagsetning prentunar: 05.04.2023Utgafuntimer 7 (kemur i stad Gtgafu 6)

Endurskodun: 05.04.2023

Soluheiti: CM 2K pre-fill HS topcoat

- HIifo argleraugu/andlitsvé rn

pétt hlifdargleraugu

(frh. af sidu 7)

LIPDUR 9: Edlis- og efnafraedilegir eiginleikar

- Upplysingar um edlis- og efnafraedilega grunneiginka

- Almennar upplysingar

- Edlisastand

- Litur

- Litur

- Lyktarmdork

- Braedslumark/frostmark

Udaefni

Samkvaemt vorulysingu
Einkennandi

Ekki akvardad.

Ekki akvardad.

- Sudumark eda upphafssudumark og sudumarksBikkki vid, sem Gdaefni.

- Eldfimi

- Nedri og efri sprengimork

- Nedra:

- Efra:

- Blossamark

- Sjalfsikveikjuhitastig

- Nidurbrotshitastig

- Syrustig

- Seigja:

- Edlisseigja

- Hreyfiaflfreedilegt:

- Leysni

- vatn:

- Deilistudull n-oktanéls og vatns (logragildi)
- Gufuprystingur i 20 °C

- Edlismassi og/eda hlutfallslegur edlismassi
- Edlismassi i 20 °C:

- Edlismassi:

- Edlismassi gufu:

A ekki vid.

2,6 Vol % (67-64-1 aseton)

26,2 Vol % (115-10-6 dimetyletri)
A ekki vid, sem Gdaefni.

240 °C (115-10-6 dimetyletri)
Ekki akvardad.

Blanda er 6leysanleg (i vatni).

Ekki akvardad.
Ekki akvardad.

Ekki erfitt ad blanda.
Ekki akvaroad.
4000 hPa (115-10-6 dimetyletri)

0,7 g/cm?3
Ekki akvardad.
Ekki akvardad.

- Adrar upplysingar

- Utlit:

- Gero:

- Mikilveegar upplysingar vardandi heilsuvernd og
umbhverfi og vardandi 6ryggi.

- Sprengifimi:

- Leysainnihald:

- Lifraenir leysar:

- Lifraen rokefni (EB)

-VOC-EU%

-Innihald i féstum efnum:
- Breytingar & adsteedum
- Uppgufunarhradi

Udaefni

Ekki akvaroad.
89,0 %

817,0 g/l
81,70 %
1,8%

A ekki vid.

- Upplysingar ad pvi er vardar flokka edlisraennar
heettu

- Sprengiefni

- Eldfimar lofttegundir

- Udaefni

Ogilt
Ogilt

Udabrasi med afar eldfimum efnum. brystihylki: Getu

sprungid vid upphitun.

(framhald & bladsidu 9)
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- Oxandi lofttegundir Ogilt
- Lofttegundir undir prystingi Ogilt
- Eldfimir vokvar Ogilt
- Eldfim, fost efni Ogilt
- Sjélfh varfgjérn efni og blondur Ogilt
- Loftkveikjandi vo kvar Ogilt
- Loftkveikjandi, fost efni Ogilt
- Sjélfhitandi efni og bléndur Ogilt
- Efni og bldndur sem mynda eldfimar lofttegundir

vid snertingu vid vatn Ogilt
- Oxandi vokvar Ogilt
- Oxandi fost efni Ogilt
- Lifreen peroxid Ogilt
- Etandi fyrir malma Ogilt
- Ovirkjud, sprengifim efni Ogilt

LIPDUR 10: Stodugleiki og hvarfgirni

- Hvarfgirni Engar adrar videigandi upplysingar fyrirliggjandi.

- Efnafraedilegur stodugleiki

-Varmanidurbrot / astand sem skal fordadEkkert nidurbrot ef notad er samkveemt fyrirmaelum.
- Moguleiki & heettulegu efnahvarfEngin heettuleg efnahvorf pekkt.

- Skilyroi sem ber ad varadEngar adrar videigandi upplysingar fyrirliggjandi.

- Osamrymanleg efnEngar adrar videigandi upplysingar fyrirliggjandi.

- Heettuleg nidurbrotsefniEngin haettuleg nidurbrotsefni pekkt.

LIDUR 11: Eiturefnafraedilegar upplysingar

- Upplysingar um haettuflokka eins og skilgreint eréglugerd (EB) nr. 1272/2008
- Braa eiturhrif Uppfyllir ekki flokkunarvidmidoun samkveemt fyrirljggdi gégnum.

- Gildi fyrir banastyrk/midgildisbanastyrk sem skiptaali fyrir flokkun:
67-64-1 aseton
Um munn LD50 5800 mg/kg (rat)
Gegnum hagd LD50 >15800 mg/kg (rabbit)
Vid innéndun LC50/4h 76 mg/l (rat)
aliphatic polyisocyanate
Um munn LD50 2500 mg/kg (rat) (OECD 402)
Gegnum hagd LD50 2000 mg/kg (rat) (OECD 402)
Vid innéndun LC50/4 h 400 mg/m3 (rat)
78-93-3 bdtano6n
Um munn LD50 >2193 mg/kg (rat)
Gegnum hagd LD50 >5000 mg/kg (rabbit)
Vid innéndun LC50/4 h 34 mg/m3 (rat)
108-65-6 2-metoxy-1-metyletylasetat
Um munn LD50 8530 mg/kg (rat)
Gegnum hagd LD50 >5000 mg/kg (rabbit)
Vid innéndun LC50/4 h >10000 mg/m3 (rat)
123-86-4 n-butylasetat
Um munn LD50 10800 mg/kg (rat) (OECD 401)
Gegnum hagd LD50 >17600 mg/kg (rabbit)
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Vid inn6ndun LC50/4 h >21 mg/m3 (rat)
3-isocyanatomethyl-3,5,5-trimethylcyclohexyl isooge, oligomers
Um munn LD50 14000 mg/kg (rat) (OECD 401)
Vid innéndun LC50/4h 5,01 mg/l (rat) (OECD 403)
71-36-3 batan-1-6l
Um munn LD50 2292 mg/kg (rat)
Gegnum hagd LD50 3430 mg/kg (rabbit)
Vid innéndun LC50/4 h 17000 mg/m3 (rat)
xylen
Um munn LD50 3523 mg/kg (rat)
Gegnum hagd LD50 2000 mg/kg (rabbit)
Vid innéndun LC50/4 h 29000 mg/m3 (rat)
- Hudeeting/huderting?
- Alvarlegur augnskadi/augnerting/eldur alvarlegri augnertingu.
- Neeming 6ndunarfeera eda hidnaemingetur valdid ofneemisvidbrogdum i had.

- Sértaek eiturhrif & markliffaeri — vahrif i eitt skip Getur valdid slj6leika eda svima.
- Upplysingar um adra haettu

- Innkirtlatruflandi eiginleikar

78-93-3{ batanon ‘Skré I
LIDUR 12: Vistfraedilegar upplysingar
- Eiturhrif

- Eiturhrif a lifriki i vatni:

115-10-6 dimetyletri

EC50/96 h 155 mg/l (algae)

LC50/48 h >4000 mg/l (daphnia magna)

LC50 /96 h >4000 mg/I (fish)

67-64-1 aseton

LC50/96h | 8300 mg/I (fish)

EC50/96h | 7200 mg/l (algae)

LC50/48 h 8450 mg/l (crustacean (water flea))

78-93-3 butandn

LC50/48 h 308 mg/l (daphnia magna)

LC50/ 72 h 1972 mg/l (Pseudokirchneriella Subcdpjta

LC50/96 h 2990 mg/I (fish)

108-65-6 2-metoxy-1-metyletylasetat

EC50/48 h >500 mg/l (daphnia magna)

LC50/96 h 100-180 mg/l (oncorhynchus mykiss / Reggenforelle)

71-36-3 batan-1-6l

LC50/ 96 W 1376 mg/l (fish)

xylen

EC50/48 h 7,4 mg/l (daphnia magna)

LC50/96 h 13,5 mg/l (fish)
- bravirkni og nidurbrjétanleiki Engar adrar videigandi upplysingar fyrirliggjandi.
- Uppsofnun i lifverumEngar adrar videigandi upplysingar fyrirliggjandi.
- Hreyfanleiki i jardvegiEngar adrar videigandi upplysingar fyrirliggjandi.
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- Nidurstédur ar mati a PBT- og vPvB-eiginleikum
- PBT (préavirk efni sem safnast fyrir i lifverum ogre eitrud): A ekki vié.
-vPVB (efni sem eru mjog pravirk og safnast uppfiéirum i miklum mzeli)A ekki vid.
- Innkirtlatruflandi eiginleikar Upplysingar um truflandi ahrif efnis a starfsemnkirtla er ad finna i 11. lid.
- Onnur skadleg ahrif
- Adrar vistfreedilegar upplysingar:
- Vatnsheettuflokkur: Almennt haettulegt vatni

Vatnsheettuflokkur 1 (pysk reglugerd) (Sjalfsmatijshéattar haetta fyrir vatn

Leyfid ekki 6pynntri véru eda miklu magni hennamedtil grunnvatns, vatnsfalla eda skdlpkerfa.

LIBDUR 13: FOrgun

- Adferdir vid medhondlun Grgangs
- RadleggingMa ekki farga med heimilisirgangi. Komid i vegad varan komist i skolpkerfi.

- Ohreinar umbuair:
- Radleggingar:Fargid umbudum i samraemi vid gildandi reglur ungfim umbuda.

LIDUR 14: Upplysingar um flutninga

- UN-nUmer eda kenninimer
-ADR, IMDG, IATA UN1950

- Rétt UN-sendingarheiti
- Evrépusamningur um millilandaflutninga &

heettulegum farmi & vegum (ADR) 1950 UPABRUSAR
- Alpjédlegur kédi um siglingu med haettulegan
varning (IMDG) AEROSOLS
- Alpjédasamband flugfélaga (IATA) AEROSOLS, flammable

- Heettuflokkur eda -flokkar vegna flutninga
- Evropusamningur um millilandaflutninga & heettulegunfiarmi & vegum (ADR)

- Flokkur 2 5F Lofttegundir.

- Merkimidi 21

-IMDG, IATA

- Flokkur 2.1 Lofttegundir.

- Merkimidi 21

- Pékkunarflokkur

-ADR, IMDG, IATA fellur ekki undir reglugerdir
- Umhverfishaettur A ekki vid.

- Sérstakar varudarradstafanir fyrir notanda  Vidvorun: Lofttegundir.

- Heettunuimer (Kemlerkéoi): -

- EMS-ndmer: F-D,S-U

- Hledslukdoi SW1 Varid fyrir hitagjéfum.
SW22 Fyrir UDABRUSA me3 eins litra hamarksramtak:
Flokkur A. Fyrir UDABRUSA med rimtak yfir einn ditr
Flokkur B. FYRIR URGANGSUDAEFNI: Flokkur C, fiarri

(framhald & bladsidu 12)
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. mannabustéoum.

- Adgreiningarkdoi SG69 Fyrir UDABRUSA me3d eins litra hamarksramtak:
adgreining eins og i flokki 9. Geymid ,adskilid friokki
1, ad undanskildum deiliflokki 1.4. Fyrir UDABRU&%d
ramtak yfir einn litra: adgreining eins og i videigdi
undirflokki i flokki 2. FYRIR URGANGSUDAEFNI:
adgreining eins og i videigandi deiliflokki i flakk

- Flutningar balkafarms a sj6 samkveemt gerningi
Alpjédasiglingamalastofnunarinnar A ekki vid.

- Flutningur / frekari upplysingar:

- Evrépusamningur um millilandaflutninga & heettulegunfarmi & vegum (ADR)

- Takmarkad magn (LQ) 1L
- Magn sem fellur undir undanpéagu (EQ) Kéaoi: EO
Magn sem fellur ekki undir undanpagu
- Flutningsflokkur 2
- Kéai fyrir takmarkanir vegna jardganga D

- AlpjéSlegur ko3i um siglingu me heettulegan vamirgMpg)
- Takmarkad magn (LQ) 1L

- Magn sem fellur undir undanpéagu (EQ) Kéoi: EO
Magn sem fellur ekki undir undanpagu
- Leidbeinandi UN-reglugerd": UN 1950 UPABRUSAR, 2.1

LIDUR 15: Upplysingar vardandi regluverk

- Tilskipun 2004/42/EB

- Tilskipun 2012/18/ESB

- Tilgreind heettuleg efni - I. VIDAUKI Ekkert innihaldsefna er skrad.

- Heettuundirflokkur (Seveso tilskipunP3a UDABRUSAR MED ELDFIMUM EFNUM
- bréskuldsmagn (tonn) ad pvi er vardar vaegari krofib0 t

- bréskuldsmagn (tonn) ad pvi er vardar strangari Kei 500 t

- Innlendar reglugerdir: Véruna skal merkja i samreemi vié gildandi Gtgafglugerdar um haettuleg efni.
- Adrar reglugeradir, takmarkanir og bonn
- Sérlega varasém efni (SVHC) - REACH, 57. gr.
Ekkert innihaldsefna er skrad.
- EfnadryggismatEfnadryggismat hefur ekki farid fram.

LIDUR 16: Adrar upplysingar

Pessar upplysingar byggjast & ndverandi pekkingtankbetta er ekki grundvollur abyrgdar fyrir neina
tiltekna eiginleika vorunnar og mun ekki mynda lega gild, samningsbundin tengsl.

- Videigandi setningar
H220  Afar eldfim lofttegund.
H225  Mjdg eldfimur vokvi og gufa.
H226  Eldfimur vokvi og gufa.
H280 Inniheldur lofttegund undir prystingi, geturrapgid vid hitun.
H302  Heettulegt vid inntdku.
H304  Getur verid banvaent vid inntdku ef pad kerbstunarveg.
H312  Heettulegt i snertingu vid hud.
H315 Veldur hudertingu.
H317  Getur valdid ofneemisvidbrégdum i had.
H318  Veldur alvarlegum augnskada.
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H319  Veldur alvarlegri augnertingu.
H332  Heettulegt vid inndndun.
H335  Getur valdid ertingu i dndunarfaerum.
H336  Getur valdid sljoleika eda svima.
H373  Getur skadad liffeeri vid langvinn eda endurtelahrif.
EUHO066 Endurtekin snerting getur valdid purri edawpginni huo.
EUH204 Inniheldur isésyanét. Getur framkallad ofnandibrégd.

- Skammestafanir og upphafsstafir:
RID: Réglement international concernant le trandpmies marchandises dangereuses par chemin de égu{&ions Concerning the
International Transport of Dangerous Goods by Rail)
IATA-DGR: Dangerous Goods Regulations by the "mmé&pnal Air Transport Association" (IATA)
ICAO: International Civil Aviation Organisation
ADR: Accord relatif au transport international demrchandises dangereuses par route (European Agmee@oncerning the
International Carriage of Dangerous Goods by Road)
IMDG: International Maritime Code for Dangerous Gimo
IATA: International Air Transport Association
EINECS: European Inventory of Existing Commercihé®ical Substances
ELINCS: European List of Notified Chemical Subsesnc
CAS: Chemical Abstracts Service (division of theeAran Chemical Society)
VOC: Volatile Organic Compounds (USA, EU)
DNEL: Derived No-Effect Level (REACH)
PNEC: Predicted No-Effect Concentration (REACH)
LC50: Lethal concentration, 50 percent
LD50: Lethal dose, 50 percent
PBT: Persistent, Bioaccumulative and Toxic
SVHC: Substances of Very High Concern
vPVB: very Persistent and very Bioaccumulative
Flam. Gas 1A: Eldfim lofttegund — Undirflokkur 1A
Aerosol 1: Udabrasar — Undirflokkur 1
Press. Gas (Comp.): Lofttegundir undir prystingiépud lofttegund
Flam. Lig. 2: Eldfimir vékvar — Undirflokkur 2
Flam. Lig. 3: Eldfimir vokvar — Undirflokkur 3
Acute Tox. 4: Brad eiturhrif — Undirflokkur 4
Skin Irrit. 2: Hadaeting/huderting — Undirflokkur 2
Eye Dam. 1: Alvarlegur augnskadi/augnerting — Ufidkkur 1
Eye Irrit. 2: Alvarlegur augnskadi/augnerting — Urftbkkur 2
Skin Sens. 1: Huoneeming — Undirflokkur 1
STOT SE 3: Sértaek eiturhrif & markliffeeri (vaheitt skipti) — Undirflokkur 3
STOT RE 2: Sérteek eiturhrif & markliffeeri (endurtekahrif) — Undirflokkur 2
Asp. Tox. 1: Asvelgingarheetta — Undirflokkur 1




